


1000 SERIES ELECTRO-MAGNETIC LOCKS

1000
FOR STANDARD OUTSWING
DOOR APPLICATIONS
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1000XCF T.J1000 :
OPTIONAL 3/4" FEMALE STANDARD INSWING DOOR
CONDUIT FITTING WITH Z-BRACKET & TOP JAMB ANGLE
FOR GATE APPLICATIONS
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SEX NUTS PROVIDED
FOR Z-BRACKET MOUNTING

Specifications:

Physical Size

#1000 Lock - 8-1/4” long x 2-9/16” high
x 1-1/2” deep

#1000 Armature - 8-1/4” long x 2-1/4”
high x 5/8” thick

#1000 Mounting Plate - 8-1/4” long x
1-1/2” wide x 1/4” thick

#1095 Top Jamb Mounting Angle - 8-1/4”
long x 2” x 1-1/2” x 1/4” thick

Electrical
170ma @24 VDC
340ma @12 VDC

In-swinging Doors:

TI-1000 - 1000 series lock with top jamb
mounting hardware.

1099-00 Kit converts any 1000 to TJ1000

Finish:

1000 series locks are encased in a brushed

Stainless Steel housing suitable for interi-

or or exterior applications. Electro-mag-

net face and armature are electroless nick-

el plated for high resistance to rust

and corrosion.

DORTRONICS

Options:

xD Integral Door Position Switch SPDT
xCF Conduit Fitting option is available
for this lock.

Applications:

The 1000 series locks are supplied with a
4-conductor, 20 gauge power cable (equal
to Belden #M-8444) 18” long. By the
order in which these leads are connected
to the DC power source, the operating
voltage of the unit is determined. This
allows any of these locks to be used with
a 12 or 24 volt DC power supply.

Gate mounting:

1000xCF Specifies Conduit Fitting
When installing these locks on exterior
swing and slide gates, #1000xCF locks
should be specified to receive units with
the conduit fitting. This will afford pro-
tection to the power wiring for the lock.
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Installation:

Typically these locks are mounted on
outswinging doors using the mounting
plate accompanying the unit. This mount-
ing plate has elongated slots for ease of
alignment and reinforced threaded holes
for secure attachment of the lock to the
plate. An access hole is also provided in
the mounting plate to accommodate the
power cable.

The TJ-1000 units are supplied with an
angular mounting plate prepared for
attaching the mounting angle to the face
of the door frame. A “Z” bracket is also
furnished for the mounting of the arma-
ture plate to the door.

Gate/Inswing Conversion Kit
1099-00 Conversion kit includes (1) Z-
Bracket and (1) angle bracket with all
mounting hardware neede to convert a
standard 1000 lock into a TJ-1000 for
swinging gates or inswinging doors.
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WIRING DETAIL+ |

BEFORE INSTALLING, READ MOUNTING INSTRUCTIONS THOROUGHLY!

DUAL VIOLTAGE MAGNET
24 VIC e 170 mA
FACTORY DEFAULT:

RED

GREEN
24 VIC

BLACK

WHITE

12 VDC @ 340 mA

4 COND
CABLE

CUT LOOP AND CONNECT GREEN TO RED,

AND BLACK TO WHITE AS SHOWN:
RED

GREEN

12 VvIC

BLACK

WHITE

4 COND
CABLE

OPTIONS:
DOOR POSITION SWITCH <DPS)
MAGNET

ACTUATING ARMATURE

HOUSING \

DOOR
POSITION
SWITCH

ELECTRONAGNET

DPS IS ALWAYS ON WIRING ENTRY SIDE.
STANDARD MOUNTING SHOWN.

XCF OPTION MAY BE MOUNTED WITH WIRE
ENTRY CAND DPS> ON OPPOSITE SIDE.
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NOTES

174 70 1/2 TYPICAL.
1/78 MINIMUM.

1. SEE 1000 SERIES ELEVATION PROFILES <IN 3 RING BINDER) TO DETERMINE NEED FOR, AND
SELECTION OF 1000 SERIES FILLER PLATE OR 1000 SERIES SOFFIT ANGLE BRACKET.

2

DRILL & TAP FRAME FOR 10-32 MACHINE SCREW, OR #10 SHEET METAL SCREW. SLOT PERMITS SOME

FLEXIBILITY IN HOLE LOCATION, WHILE ALLOWING FOR ADJUSTMENT PRIOR TO FINAL MOUNTIING,

3

REMOVE SHARP EDGES OF HOLE AND CLEAN.

DRILL 9/16” DIA, HOLE IN FRAME FOR WIRE ACCESS, <EXCEPT FOR XCF OPTION).

4, ONLY AFTER LOCK HAS BEEN PROPERLY POSITIONED, USE THE 4 COUNTERSUNK HOLES AS A FIXED
TEMPLATE TO DRILL & TAP FOR #10—-32 MACHINE SCREWS OR #10 SHEET METAL SCREWS,

5. SEE DETAILED MOUNTING INSTRUCTIONS FOR APPLICABLE DOOR PREPARATION FOR MOUNTING ARMATURE.
WIRE FUNCTON | MODE STATUS WITH DOOR
COLGR CLOSED & SW ACTUATED 6. DPS <DOOR POSITION SWITCH), IF APPLICABLE.
BLACK/GREEN | COMMON 7. CONDUIT FITTING IF APPLICABLE, (MAGNET MAY BE MOUNTED WITH FITTING FACING EITHER END).
WHITE N.O. HELD CLOSED
RED NE. HELD OPEN 8. THE ARMATURE MOUNTING HARDWARE PROVIDED IS FOR A STANDARD 1 3/47 THICK DOOR ONLY. CONSULT
SPEG SPDT. 100 mA @ 30 VDG FACTORY FOR MOUNTING ON EITHER A THICKER OR OTHERVISE NONSTANDARD DOCR.
TMLE 1000 SERIES SURFACE APPLICATION ON SINGLE OUTSWINGING DORTRONICS
DOOR INSTALLATION: LOCK PREPARATION SYSTEMS, INC.
NG |aNed N DRAVN  GSG | DATE 7,15,/03 |SCALE  TO FIT | CAD FILE T110000-1 DVE NOD. REV.
REV. REVISION DESCRIPTION DATE [FPR XXX |TATE Xx/XX/XX |WITS INCHES |SEET 1 O 1 [SIE A T110000-1 NC




BEFORE INSTALLING, READ MOUNTING INSTRUCTIONS THOROUGHLYI
@

STOP
DOOR ]
A MAGNET
R
M
| I \i! N 2 7/8 REF
-
U
R
E
\XCF oPT
fe———— 2 3/8 ———=
TYPICAL
M_
NOTES:

SEE MOUNTING INSTRUCTIONS FOR
DRILLING AND TAPPING FOR MACHINE

SCREW OR THROUGH BOLT MOUNTING

NOTE 2

DRILL 1/4" MIN 3/4” DEEP,
2 PLACES IN DOOR FOR
ARMATURE PINS.
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EDGE OF DOOR

1. ARMATURE IS THE SAME WIDTH AS MAGNET HOUSING AND MUST BE INSTALLED IN HORIZONTAL ALIGNMENT. TYPICAL HORIZONTAL
MOUNTING DISTANCE BETWEEN EDGE OF UNIT AND STOP IS 1/4° TO L/2“ <G/16" SHOWN); MINIMUM DISTANCE IS 1/8°.

USE MOUNTING TEMPLATE <PROVIDEDD.

2. REINFORCING AND STRUCTURING IS REQUIRED TO WITHSTAND 1200 LB LOAD.

TME 1000 SERIES SURFACE APPLICATION ON SINGLE OUTSWINGING DORTRONICS
DOOR:  ARMATURE DOOR PREPARATION SYSTEME, INC.
NGy |oNe (N> [RAWN GSG [MTE 7,15,03  [scate  TOOFIT [ CAD FILE T110000-2 DVG ND. REV.
REV. REVISION DESCRIPTION DATE [#PR XXX [TATE xx/XX/XX [NTTS INCHES |[SHEET 1 OF 1 [SIZE A T110000-2 NC
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1000 SERIES LOCK
FOR SLIDING GATE OR DOOR APPLICATIONS

1000 LOCK WITH 1197-50 BRACKET

SLIDE DIRECTION — > ~————— SLIDE DIRECTION

MOUNTING PLATE— 1’f'" VANEERFAN
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2-1/2" X 2-1/2"
ARMATURE BRACKET
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1000 LOCK WITH 1195-00 BRACKET & 1197-50 BRACKET
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1095-00

LOCK MOUNTING BRACKET

1J1000
FOR SINGLE SWING GATE
WITH Z-BRACKET & TOP JAMB ANGLE
FOR GATE MOUNTING
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1000XCF

OPTIONAL 3/4" FEMALE
CONDUIT FITTING
FOR GATE APPLICATIONS
MOUNTS ON EITHER END








